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Symptom:


BLT370 does not function as expected. Typically: can not hear the caller’s voice through the audio system.





Proper Installation


Install the BLT on the driver’s side sun visor


Run wire across roof liner and down A-Pillar to source unit


Connect Red (Accessory) and Black (Ground) wires to red (Accessory) and black (ground) wires on source unit power harness


Connect Brown wire to brown wire (Phone Mute) on source uniut harness.


Connect RCA cables to Red (Visual or Auxiliary) Input RCAs on source unit.


Set speaker select switch on the side of the BLT370 to R (Right)





Model Specific configuration


MAX675VDII, VRX775VD, MAX685BT and VRX785BT:


Press ADJ button


Select General Tab


Set TEL SP to RIGHT


Set REL SWITCH to ON


Tap Page Down arrow on left of screen


Set TEL SELECT to AUX





VRX385USB, VRX575USB and VRX585USB


Press ADJ button


Select General Tab


Set TEL SWITCH to ON


Set TEL SPEAKER to RIGHT





DXZ575USB, DXZ675USB, DXZ775USB, DXZ585USB and DXZ785USB


Press and hold OPTION button


Move SEEK PANEL to right until TEL-SPEAKER is shown


Set TEL-SPEAKER to RIGHT


Move to TEL-SWITCH menu


Set TEL-SWITCH to ON





DB175MP, DXZ275MP, DXZ375MP, DXZ475MP, DB185MP, DB285USB and DXZ385USB


Press and hold D button for 1 second


Press Track up button until TEL-SP is shown


Set TEL-SP to RIGHT


Move to TEL-SW menu


Set TEL-SW to ON





Notes:


There are many factors that can affect the audio output from the source unit:


Master volume setting on source unit


Aux input sensitivity on source unit


Volume setting on BLT370


Volume setting on Cellular phone





Other Troubleshooting:


If you are having problems pairing a specific phone, try a different make and model of phone – not all cellular phone Bluetooth software follows the universal standard and not all phones are compatible.


If all settings are correct and no audio is heard, disconnect the BLT370 RCA cables and try a portable music player as a source to confirm functionality of auxiliary input.


If power to BLT370 is cycled (on-off-on) too quickly, the BLT370 CPU may not reboot properly. In this case, move BLT370 red wire to a true ignition connection in the vehicle so it stays on during cranking.
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